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Specifications 
Description Semi-rigid PVC 

Colour White semi-matt 

thickness 450µ 

Weight 635g / m² 

Adhesive N/A 

Release paper N/A 

Temperature range -10°C to +55°C 

Durability (unprinted) N/A 

Flame retardancy N/A 

Shelf life 2 years, 20°C / 50% humidity 

Recommendation For optimum quality, please ensure that the media feed adjustment has been completed for this material   

This high-quality rigid polystyrene material is ideally suited for trade shows, displays and pop-up displays when hard and stable material is 
needed. IP 2910 can be used in combination with the self adhesive 12,5mm magnetic strip MAGHCM52030. Thanks to the special top coating 
the material offers an excellent printing quality even for small texts. IP 2910 can be printed on Seiko Colorpainter, HP 9000, Mimaki JV3, Mutoh 
Rockhopper, Spandex Jetster, Roland Ecosol-Maxx printers and many more. Laminate: IP 2810-101, IP 2810-200 & IP 2830-200. 

IP 2910 

IP 2910 is a non adhesive, semi-rigid, PVC material for pop-up displays. This material has been specifically designed for digital 
printing on large-format inkjets and is suitable for printing with eco solvent and solvent inks as well as UV-cured inks. 

IP 2910 Pop-Up Display 


